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T Gewich
Tyy:e Weight | Weight | Height
Tipo Poids | Poids
N.C.L| wed| H
(kg) | (kg) | (mm)
PE 110/4] 357 | 407 [ 1297 il )
PE 140/4| 357 | 407 | 1297 Dimenslont min. botola
PE _160/4] 387 | 427 | 1297 Largeur min. du pujsard
PE 185/4| 387 | 427 | 1297 ¥ |— 1050x780(One Pump}
PE 220/4| 397 | 447 | 1337 - 1050x1520(Two Pumps)
Typ 90
Type Weight | Weight | Height
Tipo Polds | Poids ¥
N.CJ[ WCJ| H For Hex Head 98 335
(kg) [ (kg) [ (mm) wood screw 10 x 70 B
PE 110/6 | 367 | 407 [1297 Plug @12
PE 130/4 | 367 | 417 |1297
PE 150/4 | 367 | 417 [1297
PE 185/4 | 397 | 437 |1297
PE 210/4 | 397 | 447 [1297
PE 250/4 | 416 | 476 |1337
N.C.J. = No Cooling Jacket
W.C.J. = With Cooling Jacket
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Gewkht: Beinhalet Pumpe Holterung(Fussstuick) und Kobel (50 Hz = 10 m; 60 Hz = 15m) | Guss—Aligemeintoleranzen nach DIN1680 — GTB16

Weight: includes pump, slider bracket and cable (50 Hz = 10 m; 80 Hz = 15 m) | General tolerances for castings
Peso: Include pompa, pezzo intermedio a cavo (50 Hz = 10 m; 60 Hz = 15 m)
Peso: Incluye bomba, soporte desiizante y cable (50 Hz = 10 m; 60 Hz = 15 m)
Polds : incluant ka pompe, le coulisseau et le calfle (50 Hz = 10 m; 60 Hz = 15 m)

Tolleranze generali delle fusioni secondo DIN1680—GTB16
Tolerancias generales para la fundiciori seg. de DIN1680—GTB16
Tolérance générale de la fonderie selon DIN1680-GTB16

in acc. to DIN1680—GTB16
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Typ Gewichf
Type Weight | Weight | Height
Tipo Poids | Poids
N.C.J.| WCd| H
(bs) | (bs) | (")
PE 110/4] 788 | 898 | 51.1 il S
PE 140/4| 788 | 898 | 51.1 Dimension min. botola
PE _160/4] 854 | 942 | 51.1 Lardeut min. o pujsard
PE 185/4| 854 | 942 | 51.1 K3 [~ 41.3"x30.7"(One Pursp)
PE 220/4| 876 | 986 | 52.6 —°- 41.3"x59.8"(Two_Pumps)
TP 3.5
Type Weight | Weight | Height
Tipo Polds | Poid ¥
N.CJ.| WCJ.| H For Hex Head Ho 13.2
(bs) | (bs) | (") wood screw 10 x 70 B hd
PE 110/6[ 810 | 898 [ 51.1 Plug 212
PE 130/4] 810 | 920 [ 51.1
PE 150/4| 810 | 920 | 51.1 o
PE 185/4| 854 | 876 | 51.1
PE 210/4| 876 | 986 | 51.1 EN10255-M
PE 250/4 | 917 | 1050| 52.7
N.C.J. = No Cooling Jacket
W.C.J. = With Caoling Jacket 8.3 T
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Gewicht: Beinhaltet Pumpe,Halterung(Fussshick) und Kabel (50 Hz = 10 m; 60 Hz = 15 m)

Weight: includes pump, slider bracket and cable (50 Hz = 10 m; 60 Hz = 15 m) | Generd tolerances for castings

Peso: Iindude pompa, pezzo intermedio a cavo (50 Hz = 10 m; 60 Hz = 15 m)
Peso: Incluye bomba, soporte deslizante y cable (50 Hz = 10 m; 60 Hz = 15 m)
Polds : incluant la pompe, le coullsseau et le calle (50 Hz = 10 m; 60 Hz = 15 m)

Guss—Allgemeintoleranzen nach DIN1880 — GTB16

Tolleranze generali delle fusioni secondo DIN1680—GTB16
Tolerancias generdes para la fundiciori seg. de DIN1680—GTB16
Tolérance générale de la fonderie selon DIN1680-GTB16
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in acc. to DIN1680-GTB16




