No: M-02.3101-03 |2

Dat/Nam.: 27.10.2016 / K. Srb

XFP 600X-SK3

Cad Code: M_023101

Dimension sheet PE6 WET WELL Installation

Technical changes reserved

Mafblatt PE6 Nassinstallation

Anderungen vorbehalten
Sous réserve de modifications

Plan d'encombrement PEG installation submersible

SULZER

24" ANSI B16.1 CLASS 125

DN600, DIN EN 1092-2, PN10

MK = Mit Kihimantel
With cooling jacket
Avec enveloppe de refroidissement

fid

Type Type Weight
Typ Typ Gewicht | 1 | o
Type Type N
50Hz | 60Hz o ?
Z Z (~kg) | (~Ib) | (mm)](inch) 2700 x 2200 (1pump/Pumpe/pmpe)
PE 1320/8-X 3785 | 8346 2700 x 4600 (2pumps/Pumpen/pompes) ,
[106,3] x [86,6] (1pump/Pumpe/pmpe)
PE 750/10-X 3770 | 8313 | 2340 92.1 A [106,3] x [181,1] (2pumps/Pumpen/pompes
PE 900/10-X 3770 | 8313
PE 1100/10-X| PE 1250/10-X-60| 4100 | 9041
PE 1320/10-X| PE 1500/10-X-60| 4170 | 9195 .._A
2500 | 98.4 B
PE 860/12-X-60 | 4095 | 9029
PE 1040/12-X-60| 4170 | 9195
min. Sump opening
PE 1250/12-X-60| 4290 | 9459 2600 |102.4] ¢ 200 min. Schachtéffnung
PE 1500/12-X-60| 4370 | 9636 | [79] Largeur mini de la trappe
Weight: Includes pump, slider bracket and 10m cable 1995
Gewicht: Beinhaltet Pumpe, Halterung und 10m Kabel [78 5] P40
Poids: Pompe, coulisseau et 10m de cable } : ) [1,6DIA]
For different cable length see IOM, chapter 1.5 1315
Fur abweichende Kabellange siehe EBA, Kapitel 1.5 [51,8]
Pour des longueurs supérieures, voir la section 1.5 du manuel } 1=
For hex.-woodscrew 0,4*2,8 plug 0,5 DIA ¥
Fir Skt.-Holzschr.10*70 Dibel @12mm
Pour vis a bois hexagonale 10*70 trou de 12mm
Installation instructions "pedestal” 1 597 2507 : "
Installationsanweisung "FuBstick" 1 597 2507 S_l,’r']de tube ﬁ ?I,ENELO?ggg\g M T
Instruction d'installation du "pied d'assise" 1 597 2507 uhrungsronr I =
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No: M-02.2669 - 07  [2 XFP 600X-SK3

Dat/Nam.: 08.03.2017 / K. Radke

Cad Code: M_022669 Dimension sheet PE6 DRY WELL Installation 5 U Lz E R
Technical changes reserved

Anderungen vorbehalten Mafblatt PE6 Trockeninstallation

Sous réserve de modifications Plan d'encombrement PEG6 installation fosse séche
Type Type Weight
Typ Typ Gewicht H |o
Type Type olds N
MK n
S0Hz | 60Hz G =) [mm)]Ginen)
PE 1320/8-X 3930 | 8666 $40
PE 750/10-X 3915 | 8633 |2511| 989 A [1,6DIA]
PE 900/10-X 3915 | 8633 I
PE 1100/10-X| PE 1250/10-X-60 | 4245 | 9360 o ||
PE 1320/10-X| PE 1500/10-X-60 | 4315 | 9515
2671(105.2| B
PE 860/12-X-60 | 4240 | 9349 '

PE 1040/12-X-60| 4315 | 9515

PE 1250/12-X-60 | 4435 | 9779

2771(109.1| C
PE 1500/12-X-60| 4515 | 9956

Weight: Includes pump, skirt base and 10m cable | T
Gewicht: Beinhaltet Pumpe, Pumpenstander und 10m Kabel
Poids: Pompe, coulisseau et 10m de cable

For different cable length see IOM, chapter 1.5

Fur abweichende Kabellange siehe EBA, Kapitel 1.5

Pour des longueurs supérieures, voir la section 1.5 du manuel

Connection details acc. to drw. M-02.0402
Anschlussdetails nach Blatt M-02.0402 N\
Détails des brides cf. dessin M-02.0402

Foundation in acc. to drw. M-02.2705 1y
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No: M-02.2670 - 04 XFP 600X-SK3

Dat/Nam.: 06.11.2014 / K. Srb

Cad Code: M_022670 Dimension sheet PE6 DRY WELL Installation HA s u LZER
Technical changes reserved

MaRblatt PE6 Trockeninstallation HA
Anderungen vorbehalten

Sous réserve de modifications Plan d'encombrement PEB6 installation fosse séche HA
Type Type Weight
Typ Typ GeV\{ICht H L1 12
Poids
Type Type
MK
S50Hz 60Hz (~kg) | (~1b) | (mm) [ (inchy | (mm) [ (inch) | (mm) [ (inch)
PE 1320/8-X 3230 | 7122 | 1728 | 68.0 | 1568 | 61.7 | 1941 | 76.4
PE 1600/8-X 3535 | 7795 | 1888 | 74.3 | 1728 | 68.0 | 2101 | 82.7
PE 750/10-X 3215 | 7089
1728 | 68.0 | 1568 | 61.7 | 1941 | 76.4
PE 900/10-X 3215 | 7089
PE 1100/10-X 3565 | 7861
1888 | 74.3 | 1728 | 68.0 | 2101 | 82.7
PE 1320/10-X 3640 | 8026

PE 860/12-X-60 | 3565 | 7861

1888 | 74.3 | 1728 | 68.0 | 2101 | 82.7
PE 1040/12-X-60 | 3640 | 8026

PE 1250/12-X-60 | 3750 | 8269

1988 | 78.3 | 1828 | 72.0 | 2201 | 86.7
PE 1500/12-X-60 | 3830 | 8445

Weight: Includes pump, skirt base and 10m cable

Gewicht: Beinhaltet Pumpe, Pumpenstander und 10m Kabel

Poids: Pompe, coulisseau et 10m de cable

For different cable length see IOM, chapter 1.5

Fir abweichende Kabelldnge siehe EBA, Kapitel 1.5

Pour des longueurs supérieures, voir la section 1.5 du manuel

Connection details acc. to drw. M-02.0402

Anschlussdetails nach Blatt M-02.0402

Détails des brides cf. dessin M-02.0402 H
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No: M-02.3102 - 01 XFP 600X-SK3

Dat/Nam.: 06.11.2014 / K. Srb

Cad Code: M_023102 Dimension sheet PE6 WET WELL Installation dual guide rail 2" s u LZER

:.ge"h”ica' changes reserved Malblatt PE6 Nassinstallation Zwei-Rohrfihrung 2"
nderungen vorbehalltlen ]
Sous réserve de modifications Plan d'encombrement PEG installation submersible Double barre de guidage 2"
Type Type Weight
Typ Typ Gewicht
Poids H
Type Type
MK
S50Hz 60Hz (~kg) | (~Ib) [ (mm) [ (inch)
PE 1320/8-X 3315 | 7310 | 2335 | 91.9
PE 1600/8-X 3620 | 7982 | 2495 | 98.2
PE 750/10-X 3300 | 7277 2700x2200(1pump/Pumpe/pompe)
2335 | 91.9 2700x4600(2pumps/Pumpen/pompes)
PE 900/10-X 3300 | 7277 [106.3] x [86.6] (1pump/Pumpe/pompe)
PE 1100/10-X 3650 | 8048 [106.3] x [181.1] (2pumps/Pumpen/pompes)
2495 | 98.2
PE 1320/10-X 3725 | 8214
PE 860/12-X-60 | 3650 | 8048 ‘
2495 | 98.2 = ——A
PE 1040/12-X-60 | 3725 | 8214 n Il
min. sump opening
PE 1250/12:X-60 | 3835 | 8456 | | 200 min. Schachtsffnung
PE 1500/12-X-60 | 3915 | 8633 —— [7.9] Largeur min. du puisard

Weight: Includes pump, slider bracket and 10m cable
Gewicht: Beinhaltet Pumpe, Halterung und 10m Kabel

Poids: Pompe, coulisseau et 10m de cable

For different cable length see IOM, chapter 1.5

Fir abweichende Kabelldnge siehe EBA, Kapitel 1.5

Pour des longueurs supérieures, voir la section 1.5 du manuel

For hex.-woodscrew 0,4*2,8 plug 0,5 DIA
Fir Skt.-Holzschr.10*70 Diibel @12mm

Pour vis a bois hexagonale 10*70 trou de 12mm 1995
Installation instructions "pedestal" 1 597 2507 [78,5]
Installationsanweisung "FuBstick" 1 597 2507 1315
Instruction d'installation du "pied d'assise" 1 597 2507 [51,8]
L ]
|
on T
82 =
AR
o~
5 |
[ | ~— N
—| a 2 < - ‘LE
134 02 oo 4‘ : R bkl
[5,3] = As : 0 ® Qo)
216 Xgleg
[8.5] 1125 795
[44,3] [31,3]
®30 140
[1DIA] [55]
o ’;‘
& o g
:l o] e 8
- -
— — - <
owl ow c c
B3 LY ] E§ —
- - ™ R
— < 05
o [} [0 351
) 3 ‘9 “ [
215 min.1250
18,5] [min.49,2] .
805 35
[31,7]
975
[38,4]

DN600, DIN EN 1092-2, PN10
24" CLASS 125 ASA

MK = Mit Kihimantel
[ _mn;] With cooling jacket
[inch] Avec enveloppe de refroidissement




AFP 6003 / XFP 600X-SK

No: M-02.0402 - 07

Dat/Nam.: 18.02.2015 /K. Srb

Cad Code: M_020402 Anschlussmale Trockeninstallation
Technical changes reserved Fitting dimensions DRY WELL Installation

Anderungen vorbehalten
Dimensions d'encombrement Installation a sec

Sous réserve de maodifications

SULZER

6x M24

DNG600, DIN EN 1092-2, PN10 M27 45/54 tief
24" ANSI B16.1 CLASS 125 1 1/4" 1.8/2.1 deep

DNG600, DIN EN 1092-2, PN10
24" ANSI B16.1 CLASS 125

37/45 tief
1.5/1.8 deep

Druckmessung 3/8"
Pressure gauge
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