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Hoja de dimensiones instalacion sumergida | con riserva a modifiche

changes reserved

Plan d’encombrement Installation noyee

Con reserva de modificaciones
Sous reserve de modification

Typ Gewich{ Gewich{
Type Weight | Weight | Height
Tipo Poids | Poid:

N.C.J.[ W.C.J. H

(kg) | (kg) | (mm)
PE 110/4{ 352 | 392 | 1262
PE 140/4| 352 | 392 | 1262
PE 160/4| 372 | 412 | 1262
PE 185/4] 372 | 412 [ 1262

Typ Gewichi Gewichf]
Type Weight | Weight | Height
Tipo Poids | Poids

N.C.J.[ W.C.J.

H
(kg) | (kg) | (mm)

N.C.J. = No Cooling Jacket
W.C.J. = With Cooling Jacket

Weight: Includes pump, skirtbase and cable (50Hz = 10m; 60Hz = 15m)
Peso: Incluye bomba, bose soporte y cable (SOHz = 10m; 60Hz = 15m)
Peso: include: pompa, base d'appoggio ® cavo (S0Hz = 10m; 60Hz = 15m)
Poids: incluant la pompe; le trepled et le cdble (50Hz = 10m; 60Hz = 15m)
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f Pu und Kabel (50Hz = 10m; 60Hz = 15m) (Guss—Aligemeintoleranzen nach DIN1680 — GTB16 )

Generd tolerances for castings in acc. to DINIGBO-GTBIG
Tolleranze generdli delle fusioni secondo DIN1680—GTB16
Tolerancias generdles para la fundicion inq. de DIN1680—-GTB16

Tolérance derferale de la fonderie selon DIN16B0-GTB16
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Typ Gewich{Gewich{
Type Weight [ Weight | Height
Tipo Poids | Poids
N.C.J.| W.C.J.

(Ibs) | (ibs) (ﬂ)
PE 110/4| 777 | 865 | 49.7
PE 140/4| 777 | 865 | 49.7
PE 160/4| 821 | 909 | 49.7
PE 185/4| 821 | 909 | 49.7

Typ Gewich{ Gewich{
Type Weight [ Weight | Height
Tipo Poids | Poids

N.C.J.| W.CJ.| H

@bs) | Gbs) | ()

. = No Cooling Jacket
W.C.J. = With Cooling Jacket
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Class 125
ANSI

\

124 9.3

26.8

8.3
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( und Kabel (50Hz = 10m; 60Hz = 15m)
Welght: includes pump, skirtbase and cable (50Hz = 10m; 60Hz = 15m)
Pesa: Incluye bomba, base soporte y cable (50Hz = 10m; 60Hz = 15m)
Peso: include: pompa, base d'appoggio e cavo (50Hz = 10m; 80Hz = 15m)

Poids: incluant la pompe; le trepied et le cdble (50Hz = 10m; 60Hz = 15m)
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Guss—Aligemeintoleranzen nach DIN680 — GTB18

General tolerances for castings in occ. to DINIGBO-GTBIE

Tolleranze generali delle fusioni secondo DIN1680—GTB16
Tolerancias generales para la fundicion ;og. de DIN1880-GTB16
Tolérance derferale de la fonderie selon DIN1680-GTB16




