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SULZER Znderungen vorbehalten
Technical changes reserved
Con riserva di modifiche
1 Con reserva de modificaciones

Sous reserve de modification

Typ Gewichf
Type Weight
Tipo Poids
Peso

(kg)
PE 55/2 | 134
PE 70/2 | 134
PE 90/2 |164
PE 110/2 [164

Typ Gewichf
Type Weight
Tipo Poids
Peso

(k)

PE 80/2 | 144
PE 100/2 | 174
PE 110/2 |174
PE 125/2 [174

Plan d’encombrement Installation noyee

.

(Gewicht:BeinhaItet Pumpe,Bodenstutzgestell und Kabel (50Hz = 10m; 60Hz = 15m) | Guss—Allgemeintoleranzen nach DIN1680 — GTB16
Weight: includes pump, skirtbase and cable (50Hz = 10m; 60Hz = 15m) | General tolerances for castings in acc. to DIN1680-GTB16
Peso: Incluye bomba, base soporte y cable (50Hz = 10m; 60Hz = 15m) | Tolleranze generali delle fusioni secondo DIN1680-GTB16
Peso: include: pompa, base d'appoggio e cavo (50Hz = 10m; 60Hz = 15m) | Tolerancias generales para la fundicion sed. de DIN1680—GTB16
| Poids: incluant la pompe, le trepied et le cable (50Hz = 10m; 60Hz = 15m) | Tolérance generale de la fonderie selon DIN1680-GTB16
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| Con reserva de modificaciones
'Plan d’encombrement Installation noyee Sous reserve de modification

Typ Gewichf
Type Weight
Tipo Poids
Peso
(Ibs)

PE 55/2 | 296
PE 70/2 | 296
PE 90/2 | 361
PE 110/2 | 361

Typ Gewichf
Type Weight
Tipo Poids
Peso
(Ibs)

PE 80/2 | 318
PE 100/2 | 384
PE 110/2 | 384
PE 125/2 | 384

-
(Gewicht:BeinhaItet Pumpe,Bodenstutzgestell und Kabel (50Hz = 10m; 60Hz = 15m) | Guss—Allgemeintoleranzen nach DIN1680 — GTB16
Weight: includes pump, skirtbase and cable (50Hz = 10m; 60Hz = 15m) | General tolerances for castings in acc. to DIN1680-GTB16
Peso: Incluye bomba, base soporte y cable (50Hz = 10m; 60Hz = 15m) | Tolleranze generali delle fusioni secondo DIN1680-GTB16
Peso: include: pompa, base d'appoggio e cavo (50Hz = 10m; 60Hz = 15m) | Tolerancias generales para la fundicion sed. de DIN1680—GTB16
| Poids: incluant la pompe, le trepied et le cable (50Hz = 10m; 60Hz = 15m) | Tolérance generale de la fonderie selon DIN1680-GTB16
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