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Gewicht: Beinhaltet Pumpe jhorizontal Stdtzen und Kabel (50 Hz = 10 m; 60 Hz = 15 m)

Weight: includes pump, horizontal supports and cable (50 Hz = 10 m; 60 Hz = 15 m)
Peso: include pompa, supporti orizzontali e cavo (50 Hz = 10 m; 60 Hz = 15 m)
Peso: Incluye bomba, soporte horizontal y cable (50 Hz = 10 m; 60 Hz = 15 m)

Poids : incluant la pompe, les supports horizontaux et le cable (50 Hz = 10 m; 60 Hz = 15 m)

Typ Gewicht | Gewicht
Type Weight | Weight F G
Tipo Poids | Poids
N.C.J. | W.C.J
(kg) (kg) (mm) (mm)
PE 10/4 | 359 | 399 | 1260 | 1058
PE 140/4 | 359 | 399 | 1260 | 1058
PE 160/4 | 379 | 419 | 1260 | 1058
PE 185/4 | 379 | 419 1260 | 1058
PE 220/4 389 | 439 | 1300 | 1098
Typ Gewicht | Gewicht
Type Weight | Weight F G
Tipo Poids | Poids
N.C.J. | W.C.J
(kg) (kg) (mm) (mm)
PE 90/6 | 369 | 419 1260 | 1058
PE 130/4 | 359 | 393 1260 | 1058
PE 150/4 | 359 | 393 1260 | 1058
PE 185/4 | 379 | 413 | 1260 | 1058 F
PE 210/4 | 389 | 429 | 1260 | 1058 06
PE 250/L4 393 | 443 | 1300 | 1098
N.C.J. = No Cooling Jacket
W.C.J. = With Cooling Jackef
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Guss-Allgemeintoleranzen nach DIN1680 - GTB16
General tolerances for castings in acc. to DIN1680-GTB16
Tolleranze generali delle fusioni secondo DIN1680-GTB16

Tolerancias generales para la fundicion seg. de DIN1680-GTB16

Tolérance genérale de la fonderie selon DIN1680-GTB16
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Typ Gewicht | Gewicht
Type Weight | Weight F G
Tipo Poids | Poids
N.C.J. | W.C.J
(Lbs) (" ("
PE 10/4 | 792 | 880 L9.6| LT
PE 140/4 | 792 | 880 LO.6| 41T
PE 160/L | 836 | 924 L9.6| 417
PE 185/4 | 836 | 924 | 49.6| 417
PE 220/4 858 | 960 51.2 | 43.2
Typ Gewicht | Gewicht
Type Weight | Weight F G
Tipo Poids | Poids
N.C.J. | W.C.J
(Lbs) (" (")
PE 90/6 | 814 | 924 LO6| LT
PE 130/4 | 792 | 867 L9.6| 417
PE 150/4 | 792 | 867 L9.6| 417
PE 185/4 | 836 | 911 LO.6| LT
PE 210/4 | 858 | 946 | 49.6| 417
PE 250/& 867 | 977 51.2 | 43.2
N.C.J. = No Cooling Jacket
W.C.J. = With Cooling Jackef
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Gewicht: Beinhaltet Pumpe jhorizontal Stdtzen und Kabel (50 Hz = 10 m; 60 Hz = 15 m)

Weight: includes pump, horizontal supports and cable (50 Hz = 10 m; 60 Hz = 15 m)
Peso: include pompa, supporti orizzontali e cavo (50 Hz = 10 m; 60 Hz = 15 m)
Peso: Incluye bomba, soporte horizontal y cable (50 Hz = 10 m; 60 Hz = 15 m)

Poids : incluant la pompe, les supports horizontaux et le cable (50 Hz = 10 m; 60 Hz = 15 m)

Guss-Allgemeintoleranzen nach DIN1680 - GTB16

General tolerances for castings in acc. to DIN1680-GTB16
Tolleranze generali delle fusioni secondo DIN1680-GTB16
Tolerancias generales para la fundicion seg. de DIN1680-GTB16
Tolérance genérale de la fonderie selon DIN1680-GTB16
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