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Technical changes reserved
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Sous réserve de modification

Typ Gewicht |Gewicht
Type Weight | Weight | Height
Tipo Poids | Poids
N.CL | W.C H
(kg {ra) (mm)
PE 110/4 347 | 397 1315
PE 140/4 | 347 | 397 | 1315
PE 160/L4 377 L1 1315
PE 185/4 377 L7 1315
60 Hz
Typ Gewitht |Gewicht
Type Weight | Weight | Height
Tipo Poids | Poids
N.C) | WO H
(ko) {kg) (mm)

N.C.)
w.C.J

No Cooling Jacket
With Cooling Jocket

DN150
PN16
OINZ633

min. Schachtéffnung

min.

Sump opening

Dimensioni min. botola
min. apertura del pozo
Largeur min. du puisard

1050x780(0ne Pump) 4—‘
1050 1520{Two Pumps)
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For Hex Head
wood screw 10 x 70
Plug %12

2/|

EN10255-M

463

18 98 335 750
== Siiiil \ =
=5 +D \
S 2712 |18
290

.
p

Paids -

Gewicht: Beinhaltet Purnpe,HuUerung[FusssTﬁtk) und Kabel (S0 Hz = W0 m; 60 Hz = 15 m)
Weight: includes pump, slider bracket and cable (50 Hz = 10 m; 60 Hz
Pese: include pompa, pezzo intermecio o cavo (50 Hz
Pesa: Incluye bamba, soporte deslizante y cable (50 Hz = 10 m; 60 Hz
incluant la pempe, le coulisseau et le cdble (30 Hz =

=15 m
=15 m)
=15 m
10 m &0 Hz = 5 m)

=10 m; 60 Hz

Guss-Allgemeintoleranzen nach DIN16B0 - GTB16

General tfolerances for castings in acc. to DINTGBO-GTB1G
Tolleranze generali delle fusioni secendo DIN1680-GTB16
Tolerancias generales pora la fundicién seg. de DIN16BO-GTB16
Tolérance générole de la fanderie selon DOIN16B0-GTB16
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min. Schachtéffnung
min. Sump opening
Dimensioni min. botola
min. apertura del pozo
Largeur min. du puisard

41.3"x30.7"(0ne  Pump)
413"x59.8"(Two Pump

N

3.9 132

-

Typ Gewitht |Gawicht
Type Weight | Weight | Height
Tipo Poids | Poids
N.C.1 | W.C.l H
(Lbs} (Lbs) "
PE 1M0/4 | 765 | B76 | 51.8
PE 140/4 764 876 51.8
FPE 160/4 832 920 51.B
PE 185/L4 B32 920 518
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Typ Gewicht | Gewicht ~—‘—‘—-3.5—
Type Weight | Weight | Height I
Tipo Poids | Puoids * |
N.CJ | WOl H For Hex Head |
(Lbs} | (lbs) " wood screw 10 x 70
Plug 812
2!1
N.C.J. = No Coaling Jacket
W.C.J. = With Cooling Jacket EN10255-M |
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Class 125 1.4
ANSI

(Gewi[hf; Beinholtet Pumpe,HalterungiFussstuck) und Kabel (50 Hz = 10 m; 60 Hz = 15 m)
1 m; 60 Hz = 15 m)
Peso: include pompa, pezzo intermedie a cave (50 Hz = 10 m; 60 Hz = 15 m)
16 m; 60 Hz = 15 m)
\Poids : intluant Lo pompe, le coulisseau et le cdble (50 Hz = W m; 60 Hz = 15 m)

Weight: includes pump, slider bracket and cable (50 Hz =

Feso: Incluye bomba, soporte deslizante y cable {58 Hz =

Guss-Allgemeintolernanzen nach DIN1680 - GTB16

General folerances for castings in acc. fo DIN16BO-GTB16

Tolleranze generali delle fusioni secendo DIN16B0-GTB16

Tolerancias generaoles para la fundicin seg. de DINIGB0-GTB16
Tolérance générale de La fonderie selon DIN1680-GTB16




