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Dimensioni Installazione a secco

Hoja de dimensiones instalacidon en seco

Plan d'encombrement Installafion @ sec

Anderungen vorbehalten
Technical changes reserved
Con riserva di modifiche

Con reserva de modificaciones
Sous réserve de modification

(st

Typ Gewicht
Type Weight | F G
Tipo Poids
Peso
(kg) | (mm) | (mm) 285
PE L9/k4 183 | 777 | 666 240
PE 60/4 183 | 777 | 666
PE 90/ 203 [ 847 736 -/A\\
|
F
(8x) DN150
T Gewicht PN16
ewic
Type Weight | F | G DINZ633 c
Tipo FF’)oids
eso
tkg) | (mm) | (mm) 120
PE 35/6 173 [ 777 | 666 DN150
PE 75/L4 183 [ 777 | 666
PE 90/ 203 | 847|736 1
PE 105/4 213 [ 847 [ 736 A DN150
" o
N

7

250

M20
(8x) 135
DN150
PN16
DIN2633

AY4

J
Gewicht: Beinhaltet Pumpe horizontal Stdtzen und Kabel (50 Hz = 10 m; 60 Hz = 15 m) Guss-Allgemeintoleranzen nach DIN1680 - GTB16 )
Weight: includes pump, horizontal supports and cable (50 Hz = 10 m; 60 Hz = 15 m) General tolerances for castings in acc. to DIN1680-GTB16
Peso: include pompa, supporti orizzontali e cavo (50 Hz = 10 m; 60 Hz = 15 m) | Tolleranze generali delle fusioni secondo DIN1680-GTB16
Peso: Incluye bomba, soporte horizontal y cable (50 Hz = 10 m; 60 Hz = 15 m) | Tolerancias generales para la fundicion seg. de DIN1680-GTB16
Poids : incluant la pompe, les supports horizontaux et le cable (50 Hz = 10 m; 60 Hz = 15 m) Tolérance genérale de la fonderie selon DIN1680-GTB16 )
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Typ Gewicht
Type Weight | F G
Tipo Poids
Peso
PE 49/4 404 |[30.6 |26.2 94

PE 60/4 | 404 [30.6|26.2
PE 90/4 | 448 |33.3]| 29

(8x) 6"

(tbs) | () | ()
PE 35/6 382 |30.6 |26.2
PE 75/L | LOL [30.6 |26.2
PE 90/4 | 448 |33.3]| 29 T
PE 105/4 | 470 |33.3| 29

14.8

Typ Gewicht Class 125
Type Weight | F | G ANSI
Tipo Poids

Peso

(us.)

6”

9.3

"

6
Class 125

ANSI

7

&

Gewicht: Beinhaltet Pumpe jhorizontal Stdtzen und Kabel (50 Hz = 10 m; 60 Hz = 15 m)
Weight: includes pump, horizontal supports and cable (50 Hz = 10 m; 60 Hz = 15 m)

Peso: include pompa, supporti orizzontali e cavo (50 Hz = 10 m; 60 Hz = 15 m)

Peso: Incluye bomba, soporte horizontal y cable (50 Hz = 10 m; 60 Hz = 15 m)

Poids : incluant la pompe, les supports horizontaux et le cable (50 Hz = 10 m; 60 Hz = 15 m)

Guss-Allgemeintoleranzen nach DIN1680 - GTB16

General tolerances for castings in acc. to DIN1680-GTB16
Tolleranze generali delle fusioni secondo DIN1680-GTB16
Tolerancias generales para la fundicion seg. de DIN1680-GTB16

Tolérance genérale de la fonderie selon DIN1680-GTB16




