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| Hoja_de dinensiones instalocion Sumergide | Con riserva di modfichs
Plan d’encombrement Installation noyee ko reserva de nodificociones
Typ Gewichf
Type Weight
Tipo Peoids
Pesa
kg

PE 1574 | 115
PE 22/4 | 125 -
PE 29/4 | 125 min. Sump  opening

Dimensioni min. botcla
min. apertura del poze
Lorgeur min. du puisard

60 HZ le—  1050x780one pump)  —=]-
1050x1520¢two pumps)
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bewicht: Beinhaltet Pumpe Halterung(Fissstockt und Kabel (50 Hz = 10 m; 60 Hz = 15 m} Guss-Allgemeintoleranzen naoch DIN1680 - GTB16
Weight: includes pump, slider bratket and cable (50 Hz = 10 m; 680 Hz = 15 m General tolerances for castings in acc. to DIN1SBO-GTB16
Peso: include pompa, pezzo intermedio a rave (50 Hz = 10 m; 60 Hz = 15 m) Talleranze generoli delle fusiani seconda DIN1EBO-GTB16
Feso: Incluye bomba, soporte deslizante y cable (50 Hz = 1@ m; 60 Hz = 15 m) Tolerancias generales paora la fundicin seg. de DIN16BO-GTB16
Poids : incluant la pempe, le coulisseau et le cdble (50 Hz = 10 m; 60 Hz = 15 m) Tolédrance génémLe de la fonderie selon DIN16BO-GTEI16
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Typ Gewichf

Type Weight

Tipo Peoids
Peso
(Lbs}

PE 15/4 | 254
PE 22/4 | 276
PE 2974 | 276

min., Schachtdffrung
min. Sump apening
Dimensioni min. botola
min. aperfura del pozo
Largeur min, du puisard

~— 41.34x30.71(one pump) —=
41.34x59.84{two_pumps)
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Tipo Poid
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Gewictht: Beinhaltet PumpeHalterung(Fissstockt und Kabel 50 Hz = % m; 60 Hz = 15 m}
Weight: includes pump, slider bratket and cable (50 Hz = 10 m; 680 Hz = 15 m
Peso: include pompa, pezzo intermedio a cave (50 Hz = 10 m; 60 Hz = 15 m)

Feso: Incluye bomba, soporte deslizante y cable (50 Hz = 1@ m; 60 Hz = 15 m)

Poids : incluant lo pompe, le coulissean et le cdble (50 Hz = 10 m; 60 Hz = 15 m)

Guss-Allgemeintoleranzen nach DIN1630 - GTB16

General tolerances for castings in acc. to DIN1SBO-GTB16
Talleranze generoli delle fusioni seconda DINTEBD-GTBIA
Tolerancias generales paora la fundicin seg. de DIN16BO-GTB16

TolErance générale de la fonderie selon DIN16BO-GTBI6




