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Typ Gewichf
Type Weight
Tipo Peoids
Peso
(kqg)
PE 40/2 | 135

min. Schachtéffnung
min, Sump opening
Dimensioni min. botcla
min. apertura del poze
Lorgeur min. du puisard
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( Gewichi: Beinhalfet Pumpe HalterungiFussstuck) und Kabel (50 Hz = 1 m; 60 Hz = 5 m) | Guss-Allgemeintoleranzen nach DIN16B0 - GTB16
Weight: includes pump, slider braochet and coble (56 Hz = 10 m; 680 Hz = 15 m Leneral tolerantes for casfings in acc. to OIN16BO-GTB1G
Peso: include pompa, pezzo infermedio a cavo (50 Hz = 10 m; 60 Hz = 15 m} | Tolleranze generali delle fusicni secondo DIN16BD-GTB16

Tolerancios generales para la fundicion seq. de DIN1680-GTB1G
Tolérance générale de la fonderie selan DIN1680-GTB14

Peso: Incluye bomba, soporte deslizante y cable (50 Hz = 10 m; 60 Hz = 15 m

Fuids : incluant Lo pampe, le coulisseau et le cable (50 Hz = 10 m; 60 Hz = 5 m
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Typ Gewichf
Type Weight
Tipo Peoids
Peso
(kqg)

PE 40/2 | 298

min., Schachtdffrung
min. Sump apening
Dimensioni min. botola
min. aperfura del pozo
Largeur min, du puisard

le— 41.34x30.71(one pump)—=
L13Lx59.8L(two pumps)
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( Gewichi: Beinhaltet Pumpe, HalterungiFussstick) und Kabel (50 Hz = 10 m; €0 He = 5 m | Ouss-Allgemeinfoleranzen nach DINT6BD - GTBT6
Weight: includes pump, slider brochet and coble (S5 Hz = 10 m; 60 Hz = 15 m

General toleronces for castings in acc. to [OIN16B0-GTB16
Peso: include pompa, pezzo infermedio a cavo (50 Hz = 10 m; 60 Hz = 15 m} | Tolleranze generali delle fusicni secondo DIN16BD-GTB16

Peso: Incluye bomba, soporte deslizante y cable (50 Hz = 10 m; 60 Hz = 15 m

Tolerancios generales para la fundicion seq. de DIN1680-GTB1G
Tolérance générale de la fonderie selan DIN1680-GTB14

Fuids : incluant Lo pampe, le coulisseau et le cable (50 Hz = 10 m; 60 Hz = 5 m




