SULZER

No: M-10.0080 - 09

VU P 1 000 Dat/Nam.: 30.01.2013 / M.Brauer
Dimension sheet M8 $adh09d‘|3: ?_100080 _
Technical changes reserve
Mafblatt M8 Anderungen vorbehalten

ABS se réserve le droit de changer

Plan d'encombrement M8

ses caractéristiques techniques
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Gewicht| Gewicht
auf Anfrage Poids | Poids
on request - -
sure demande (~kg) | (~Ibs)
1) | 100 | 220
(2| 165 | 365
Type Type Weight | Weight
Typ Typ Gewicht|Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~lbs) |(mm)|(inch)
M 1600/10-81 3670 | 8092 |2950|116.1
M 2000/10-82 3970 | 8754 |3190|125.6
M 1100/12-81 3620 | 7982 |2950|116.1
——— __mm_
abs [[Inch] M 1320/12-82|M 1500/12-82.60| 3780 | 8335 |3050 |120.1
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Dat/Nam.: 31.01.2013 / M.Brauer
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ension sheet M8 FU

Cad Code: M_100082

SULZER

MaRblatt M8 FU

Technical changes reserved
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Betonglite und Stahlamierung
nach Statik min. B 25

Concrete quality and reinforment
acc.to loading min. 25 N/mm?2
Qualite du beton et armature selon
calcul statique min. 25 N/mm?

nt/Conrete foundation

Fondation beton

Type Type Weight | Weight

Typ Typ Gewicht|Gewicht

Tipo Tipo Poids | Poids | H H

50 Hz 60 Hz (~kg) | (~lbs) |(mm)|(inch)
M 1600/10-81 3670 | 8092 |2950(116.1
M 2000/10-82 3970 | 8754 |3190|125.6
M 1100/12-81 3620 | 7982 |2950|116.1
M 1320/12-82 |M 1500/12-82.60| 3780 | 8335 | 3050 120.1




SULZER

No: M-10.0088 - 10

VU P 1 000 Dat/Nam.: 31.01.2013 / M.Brauer
Dimension sheet M9 $adh09d‘|3: ?_100088 _
Technical changes reserve
Mafblatt M9 Anderungen vorbehalten

Plan d'encombrement M9

ABS se réserve le droit de changer
ses caractéristiques techniques
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on request - -
sure demande (~kg) | (~Ibs)
1) | 100 | 220
(2| 165 | 365
Type Type Weight | Weight
Typ Typ Gewicht|Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~lbs) | (mm)|(inch)
M 2500/10-91 4410 | 9724 | 3210|1264
M 3000/10-92 4780 | 10540 | 3330|131.1
M 3500/10-93 5460 | 12039 | 3590|141.3
M 1600/12-91|M 1850/12-91.60 | 4180 | 9217 | 3090 121.7
M 2000/12-92 | M 2200/12-92.60 | 4460 | 9834 |3210/126.4
mm M 2500/12-93 | M 2800/12-93.60 | 4900 | 10805 | 3440 /135.4
abs [[inch] M 3000/12-94 |M 3350/12-94.60 | 5600 | 12348 | 3590 141.3
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Technical changes reserved
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Acc.to loading
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Beton Fundament/Conrete foundation
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Fondation beton [ [inch]
Type Type Weight | Weight
Typ Typ Gewicht|Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~Ibs) |(mm)|(inch)
M 2500/10-91 4410 | 9724 |3210|126.4
M 3000/10-92 4780 | 10540 | 3330(131.1
M 3500/10-93 5460 | 12039 | 3590 |141.3
M 1600/12-91 |M 1850/12-91.60| 4180 | 9217 |3090|121.7
M 2000/12-92 | M 2200/12-92.60| 4460 | 9834 |3210|126.4
M 2500/12-93 | M 2800/12-93.60| 4900 | 10805 | 3440|135.4
M 3000/12-94 | M 3350/12-94.60| 5600 | 12348 | 3590|141.3
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ABS se réserve le droit de changer
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on request - -
sure demande (~kg) | (~lbs)
(1) | 100 | 220
(2) | 165 | 365
Type Type Weight | Weight
Typ Typ Gewicht|Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~Ibs) |(mm)|(inch)
M 3000/4-81|M 3350/4-81.60| 3980 | 8776 |3380 133.1
m M 3500/4-82| M 4000/4-82.60| 4100 | 9041 |3380 |133.1
abs [[inch] M 4000/4-83| M 4500/4-83.60| 4300 | 9482 |3520|138.6
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calcul statique min. 25 N/mm?
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Beton Fundament/Conrete foundation

Fondation beton

mm_ T
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Type Type Weight | Weight
Typ Typ Gewicht/Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~Ibs) |(mm)|(inch)
M 3000/4-81 | M 3350/4-81.60| 3980 | 8776 |3380|133.1
M 3500/4-82 | M 4000/4-82.60| 4100 | 9041 |3380|133.1
M 4000/4-83 | M 4500/4-83.60| 4300 | 9482 |138.6| 3520
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on request - -
sure demande (~kg) | (~Ibs)
(1) | 100 | 220
(2) | 165 | 365
Type Type Weight | Weight
Typ Typ Gewicht|Gewicht
Tipo Tipo Poids | Poids | H H
50 Hz 60 Hz (~kg) | (~lbs) |(mm)|(inch)
M 4500/4-91 |M 5000/4-91.60| 4970 | 10960 | 3820 |150.4
M 5000/4-92 |M 5500/4-92.60 | 5090 | 13429 | 3820|150.4
M 5500/4-93 |M 6000/4-93.60 | 5250 | 11576 | 3940 |155.1
M 6000/4-94 |M 6500/4-94.60 | 5470 | 12061 | 4050|159.5
M 6500/4-95 |M 7000/4-95.60 | 6030 | 13296 | 4200 |165.4
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Beton Fundament/Conrete foundation

Fondation beton [ [iwcmh]

Type Type Weight | Weight

Typ Typ Gewicht|Gewicht

Tipo Tipo Poids | Poids | H H

50 Hz 60 Hz (~kg) | (~Ibs) |(mm)](inch)
M 4500/4-91 |M 5000/4-91.60| 4970 | 10959 |3820 [150.4
M 5000/4-92 | M 5500/4-92.60| 5090 | 11224 |3820 [150.4
M 5500/4-93 |M 6000/4-93.60| 5250 | 11576 3940 |155.1
M 6000/4-94 |M 6500/4-94.60| 5470 | 12061 |4050 |159.5
M 6500/4-95 |M 7000/4-95.60| 6030 | 13296 |4200 [165.4
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